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1. Go to COM Port bar and press OK. Then 
you can see the list. Select Home Share.  
 
 
 
 
 
 
 
 
2. After selecting Home share, press red key.   
 
 
 
 
 
 
 

 
CAS – COM Port  

 
3. Now you can see the popup for Comport.  
 
 
  
 
 
 
 



 

 
 
 
 
 
 
 
 
 
 

 
4. Press OK key and select Home Share. 
 
 
 
 
 
 
 

 
 
  

 
5. Go Mode bar and select ZigBee type.  
- If you have external ZigBee module, 

select “ ZigBee(ext)” . 
- If you have internal ZigBee module, 

select “ ZigBee” .  
 
 
 

 
 
 
 
 
 
 
 
 
 

 



 

 
 
 
 
 
 
 
 
 
 
Master Setting (In Master Box) 
 
Procedure above (number 1. to 5.) is same on Master and Client. 
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6. Select Channel# you want to make for 
both Master and Client(s). 
 - The Channel number should be same for 
both Master and Client(s). 
 - In case using additional Master and 
Client(s) group, the channel number should 
be different from the previous group.  
 

 
 

 
7. Share mode: press OK key and select 
Master.   
 
 
 
 
 
 

 
 
8. In the Max Client bar, press OK. Then 
you can select the number of clients (1~10).   
 
 
 



 

 
  
 
 
 
 
 
 
 

 
9. If you fixed the number of clients, press 
EXIT key and Save.  
 
 
 
 
 
 

 
Client Setting (In Client Box) 
 
Procedure above (number 1. to 5.) is same on Master and Client. 
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10. In the Share mode press OK key. Then 
you can input client’s number.  
- If Master box sets “ 5”  for clients, salve 
box should be from client1 to client5. 
- Give the unique number to each Client STB 
 
 
 

 
 
11. If you fix client’s number, press EXIT 
key and Save.  
 
 


